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Side Elevation

ROOF CONST.

Quinntile rathmore black concret roof tiles on
50x25mm impregnated battens

Reinforced roofing felt

50x100mm treated timber wallplate

Bracing

1- 20x125mm longitudinal binders

2- 20x125mm chevron bracing

3- 20x125mm diagonal wind bracing

Glidevale ridge ventilators o achieve 10,000mmsq/m

Front Elevation

roughcast render
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Plinth and bands to be
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Glidevale ridge ventilators to
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safety glass

Side Elevation

Quinntile rathmore black
concrete roof tiles with
matching ridge tiles

manufacturers printed instructions Preformed
1 | lead apron to
Double . chimney with
trusses Provide. stepped DPCs
either 125x20 - either side.
side of gonal Pre-formed
chimney ‘bracing to.. lead tray also
rafters: provided
s6|s6 Extract s6|s6
s6||se s6|se H
L), > .
EEW EEW H
Extract Extract SVP _HW :
L - N
il E:
s6(|s6 56 [|s6 s6 s6
| [ 1
S6 denotes class A \ )
safetyglass | o ol Rear Elevation
ATTIC TRUSSES
Trussed at 400mm centres to be designed,
constructed and braced in accordance with
BS 5268 Part 3 2006. Design calculations
to be submitted to Building Control prior to
manufacture.
ROOF CONST.

installed to manufacturers printed instructions /

Breathable & untearable roofing felt by Tyvek. -

Note - use of this felt eliminates the need to
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to building control approval).
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Strength Class of Timber to be SC3

100x25mm Diagonal Bracing, to comply with

BS 5268: Part 3: 1998

skim

Ceilings-

Living Roo

CONCRETE FLOOR SLABS

Floor slab drawings and calculations to be submitted
to building control 21 days before erection on site.
Design of UB's supporting slabs to be confirmed by
slab manufacturer prior to installation
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concrete strip
foundations on firm
load bearing strata

DPM to be continuous with DPC
in inner skin of cavity wall

Section A-A
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FLOOR CONSTRUCTION

100mm concrete screed on

75mm Quinntherm QF insulation

1200 guage dpm lapped to wall dpc's on
150mm concrete sub-floor on
continuous radon barrier on

Min 150mm well compacted hardcore

Min 150mm Hardcore sub floor
compacted in 225mm layers, total

12.5mm plasterboard & 5mm plaster

Close all cavities at eaves
with 12mm supalux

Glidevale FV250 vent to
provide 25mm continuous
ventilation. DPC must not

cover vent opening
ensure insulation
over wallplate to
avoid cold bridging
ensuring ventilation
gap is maintained

depth not exceeding 600mm.

Foundations to suitable stratum

A393 Mesh to foundations
<" ensure min 50mm cover
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concrete strip
foundations on firm
load bearing strata

and 200mm overlap

Quinntile rathmore black concret roof tiles on
50x25mm impregnated battens

Reinforced roofing felt

150x50mm rafters at 400mm crs

50x100mm treated timber wallplate

225x38 Ridge Board

M12 galvanised bolts and double /
/)

edged tooth plate connectors

100x50mm Hangers @ 400mm crs
150x50mm Ceiling Joists@400mm crs

100x50mm Wallplate

ATTIC TRUSSES

Trussed at 400mm centres to be designed,

constructed and braced in accordance with

BS 5268 Part 3 2006. Design calculations

to be submitted to Building Control prior to

8100

Internal Area
Ground Floor =46.6m2 / 501ft2

Pipes from boiler to dwelling to be insulated
with polyethylene foam insulated Mircoflex

PEXa-pipe and surrounded in pea gravel.
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Knauf Loft Roll packed

= \. between & over joists
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100mm dia gutter and . .
] bonded & skimmed. Glidevale FV250 vent to
77mm downpipes : .
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cover vent opening
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& skimmed) under fixed to
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DPC to terminate
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DPM to be continuous with DPC

600mmx300mm
concrete strip
foundations on firm
load bearing strata

FLOOR CONSTRUCTION
100mm concrete screed on
75mm Quinntherm QF insulation

1200 guage dpm lapped to wall dpc's on
150mm concrete sub-floor on
continuous radon barrier on

Min 150mm well compacted hardcore

Min 150mm Hardcore sub
floor compacted in 225mm
EES layers, total depth not

: exceeding 600mm.

° Section B-B X

in inner skin of cavity wall

A393 Mesh to foundations
ensure min 50mm cover
and 200mm overlap

7 Q

600mmx300mm

concrete strip
foundations on firm
load bearing strata

Ridge Beam
UB ridge beam to be bolted to
450x225x100 reinforced concrete

padstones with 2 no M10 bolts, ensure

interconnection of rafters over ridge
beam by using catnic type cleats.

150x50mm Rafters @ 400m crs

Quinntile rathmore black concrete roof tiles on
50x25mm impregnated battens

Reinforced roofing felt

150x50mm rafters at 400mm crs

50x100mm treated timber wallplate

100x50mm collar ties @ 400mm crs

Glidevale ridge ventilators to achieve 10,000mmsq/m
installed to manufacturers printed instructions

. 100x50mm Collar Ties @ 400mm crs
N

Rafters tied down with catnic
Galv. Steel Straps

Black PVC fascia, soffit,
guttering and spouting.
100mm dia gutter and

Ceilings-
12.5mm plasterboard,
bonded & skimmed.

Sloping ceilings to be insulated

See coved ceiling deftail

[

Terminal guard over
outlet to balanced flue.

Rafters to be tied down with
Catnic galvanised steel straps

50mm Air Gap to be maintained

Close all cavities at

Rear Elevation
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Cream coloured K-red

77mm downpipes

2no. RF conc lintels

with stepped DPC

over opening

Conc cill wrapped in DPC
with 40mm polyurethane
insulation behind

DPC to terminate
150mm min above GL

Radon barrier to
terminate in outer leaf

i
@’

with 100mm Quinntherm QR
insulation Board & 50mm
airspace maintained above.
Provide a 500 guage vapour
control barrier between
insulation and plasterboard.
Use Quinntherm QR insulation
board (38mm insulation) to
inside face if rafters with
bonded and skim finish. All
insulation taken to wallplate.

Family Room

2100

eaves with 12mm supalux

Glidevale FV250 vent to
provide 25mm continuous
ventilation. DPC must not
cover vent opening
ensure insulation over
wallplate to avoid cold
bridging

ensuring ventilation gap

7] is maintained

DPM to be continuous with DPC  min 150mm Hardcore sub floor
in inner skin of cavity wall

A393 Mesh to foundations

Side Elevation

roughcast render Brown PVC Windows
Elevations, Sections & Garage
Proposed Dwelling & Detached Garage 02/06/08
Applicant: IM Property Developments Ltd Agent: Neil Irvine Drawing No 2

600mmx300mm L compacted in 225mm layers, total N . :
concrete strip R depth not exceeding 600mm. o .\/ ensure min 50mm cover
foundations on firm L——— SR i and 200mm overlap
load bearing strata 600 = . . 600 8
- Section C-C 600mmx300mm
FLOOR CONSTRUCTION

100mm concrete screed on

75mm Quinntherm QF insulation

1200 guage dpm lapped to wall dpc's on
150mm concrete sub-floor on
continuous radon barrier on

Min 150mm well compacted hardcore

concrete strip
foundations on firm
load bearing strata

Site: 134a Knockmany Road, Corbo, Augher.
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