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WINDOWSDOORS AND SIDE PANELS

ELEVATION

Shaded areas shown critical locations

( ie. glazing in areas 2,4,5,6,7,8,11.)

CRITICAL LOCATIONS IN INTERNAL

AND EXTERNAL WALLS.

to be safety glazing to B.S.6206.

FFL

METER 

CUPD

& INLET

WALL FINISH 

GREY COLOURED ROUGHCAST

'K' REND PLASTER FINISH.

GUTTERS/D.PIPES

BLACK ALUM DIE-CAST GUTTERS

BLACK 75mm DIA DOWNPIPES

FITTED WITH BRACKETS SHOES ETC.

PROVIDE STEPPED DPC AND CODE

NO4 LEAD FLASHING TO ABUTMENTS

AS DETAIL COATED WITH PATINATION 

OIL ON BOTH SIDES.

WINDOWS

D/G UPVC WINDOWS WITH 

16mm ARGON FILLED K GLASS THROUGHOUT 

FITTED WITH TRICKLEVENTS AS NOTES

PROVIDE GUARDING TO FIRST FLOOR WINDOWS 

BELOW 800MM FROM FLOOR LEVEL

*. DENOTES SAFETY GLAZING TO BS 6206

VALLEYS

CODE NO4 LEAD VALLEYS LAID IN 1.5M MAX LENGTHS

ON NON TACKY INODOROUS FELT ON 225X38 LAY BOARDS

LATERAL RESTRAINT

STRAPS AT 2M CRS

ROOF FINISH

TURNERS 2000 BLUE BLACK FIBRE CEMENT SLATES

TURNERS UNIVERSAL ANGLE RIDGE TILE.

PROVIDE DOUBLE RAFTERS 

EACH SIDE OF VELUX ROOFLIGHTS

110mm DIA BLACK uPVC SVP TAKEN UP 

1M MIN ABOVE WINDOW HEADS AND 

FITTED WITH PVC WEATHER CAWL

W.C. CONNECTIONTO BE 200mm MIN. 

FROM ALL OTHER CONNECTIONS ON SVP

PROVIDE RODDING EYES AT CHANGE

IN DIRECTIONS

SILLS

100mm DEEP FACED P.C CONC 

SILLS THROUGHOUT AS DETAIL.

100X38 BARGE LADDER WITH 

NOGGINS AT 600 CRS MAX

FASCIA/SOFFIT

WHITE UPVC BEADED FASCIA AND SOFFIT FIXED TO 

175X18 BACKING BOARD AND FITTED WITH GLIDEVALE 

FV250 OVER FASCIA VENT AS PER MANU INSTR TO GIVE 

THE EQUIVALENT TO 25MM CONT. FLOW OF AIR

CHIMNEYS

BUFF COLOURED TAPERED FLUE POTS

OR AS SPEC. FLANCHED IN WITH MORTAR

PRECAST CONCRETE COPING

CHIMNEY RENDERED AS MAIN WALLS

PROVIDE CODE NO4 LEAD TRAY AND

FLASHING AS DETAIL

EX. FAN

OUTLET

EEW EEW

EEW

INSULATED METAL CHIMNEYS TO COMPLY 

WITH BS 4543 (part 1:1990 and part 3 1976

for oil fired appliances.)

TURCO OIL BOILER AS NOTES

WITH TWIN BALANCE FLUE

GALVANISED BOILERHOUSE

SVP TAKEN UP

AND DUCTED 

TO SLATE VENT

660x1180 VELUX GGL ROOF WINDOW FITTED 

WITH BLACK EDN INTEGRAL FLASHING

AND GLAZING BAR AS PER MANU. INSTR.

1:20 GRADE 1:20 GRADE

TRUSSED RAFTERS

WELT IN LEAD

4mm PLY SHEATHING BETWEEN TILTING FILLETS

MIN 125mm WIDTH BETWEEN VERTICAL FACE OF 

VALLEY. THE VALLEY CAPACITY SHOULD BE

CONSIDERED ON LARGE ROOF AREAS.

CEMENT SHARP SAND MORTAR 

1:3 BEDDING CONTINUOUS VALLEY 

LENGTH, ONTO UNDERCLOAK SLIP PLANE

CODE 4 LEAD LAID AND

DRESSED IN 1.5m MAX. LENGTHS

ROOF FINISH CUT TO RAKE OF VALLEY AND

MECHANICALLY FIXED WHERE POSSIBLE.

38x25mm SW BATTEN FOR RAFTERS

AT 600mm C/C SUPPORTED ON 

VALLEY SUPPORT BOARD

REINFORCED NON BITUMOUS 

UNDERLAY OVERLAPING LEAD 

VALLEY AS SHOWN

TIMBER TILTING FILLET MAX 25mm HIGH

38mm TIMBER SUPPORT BOARD CUT BETWEEN

TRUSSED RAFTERS AND SUPPORTED ON 

38x25mm BATTENS NAILED TO RAFTERS,

FLUS WITH TOP OF TRUSSED RAFTERS.

LEAD VALLEY

LATERAL RESTRAINTS

- Where rafters, ceiling joists, floor joists and trusses are parallel to 

masonry walls they shall be restrained thereto with 30x5mm thick M.S. 

galvanized straps at not exceeding 1500mm crs

- The restraint straps shall be restrained to at least 3 No timbers with No 8 

screws with solid bridging / packing between timber and wall spiked in position
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