
The Manor House Total Floor Area: 
1,313 sq ft approx.

Computer Visual



The
Manor 
House

Entrance Hall

Living 19’5”  x 11’8”

Kitchen / Dining 19’5”  x 12’0”

WC (max) 6’10”  x 6’4”

Master Bed 12’8”  x 12’0”

Ensuite 12’0”  x 4’1”

Bedroom 2 11’8”  x 9’6”

Bedroom 3 (max) 11’8”  x 9’8”

Bathroom 8’10”  x 6’2”

Total Floor Area: 
1,313 sq ft approx.

Computer Visual

GROUND FLOOR FIRST FLOOR

Layout of Kitchen, Bathroom, Ensuite & WC subject to change

up

Hearth taken down
to foundation.

Smoke alarm

Heat
Detector

HD

All permanent ventilation
requirements etc. for gas fires and

appliances to be provided & fitted in
accordance with the manufacturer's

design and specification.

Mechanical ventilation operating
at a rate in excess of 20L/s must

not be installed in the same room
as a gas fire appliance.

Garden walls to be fixed to house
wall using Furfix or other equal
crocodile fixings. A movement

joint must also be provided.

Carbon
Monoxide
Detector
/ Alarm

CM

1200mm level landing
outside entrance, ground
graded up to form level

threshold.

ACO drain screw fixed, linked into main storm
drainage. Insitu precast channel below. ACO
drain to be galv s/s - pattern to be selected.

Smoke alarm

Roddable
BIGT

Extract fan to be ducted out to
external wall in duct positioned

just below ceiling level.

Roddable
BIGT & RWP

Roddable
BIGT & RWP

See note re. Safety Glazing* See note re. Safety Glazing*
**

*

*

*

See note
re. Safety
Glazing

*

SVP in duct to be fitted with roddable access
panel. Duct to be packed with compressed
mineral wool to reduce sound transmission.

Steel beams/concrete
lintels over to support wall
above, to be to Structural
Engineer's details & to rest

on pad stones.

TIMBER STAIR:
Flr-Flr height = 2.625m

13 No. risers at 201.9mm,
225mm goings and 41.9°

pitch

Reduced
head
height
below
stairs. BA

C
K O

F FO
O

TPA
TH

Carbon Monoxide
Detector / Alarm

CM

See note
re. Safety
Glazing

*

150mm step

Patio doors with
night vents.

See site
layout for
required
gas box

type.

downCeiling mounted
extract fan.

Waste pipes in skirting
duct where necessary.

SVP in duct to be fitted with roddable access
panel. Duct to be packed with compressed
mineral wool to reduce sound transmission.
Vent pipe to be ducted out through roof
void and terminated with patent vent tile.

Provide access for rodding at
change in direction of waste pipes

within Bathrooms and En Suites

SIZE OF WASTE PIPES
32mm dia. - Wash hand basin
40mm dia. - Sink, Bath, Shower

75mm dia. - WC

Δ Emergency Egress Window
ladder accessible (see note)

Δ

min. 600x700 mm
access hatch to be
insulated and fitted

with a catch

INTERNAL ROOMS - Where a kitchen,
utility or  other sanitary

accommodation is an internal room
it shall have a permanently open air
inlet of  9000 mm² (best achieved as

a clear gap below the door).

Ceiling mounted extract fan ducted up
through roof void and terminated with patent

vent tile. Duct should be wrapped with
insulation where it penetrates cold roof void.

Up

Smoke alarm

SVP

Waste pipes in skirting
duct where necessary.

Easy-clean hinges or
tilt and turn windows
for ease of cleaning.

Δ Emergency
Egress Window

(see note)

Δ

raised floor

Support for chimney above,
to Structural engineer's
design & specification.

�
� Emergency Egress Window
ladder accessible (see note)

1m
 t

o
 o

p
e

n
in

g
s

1.
55

m
 t

o
 e

le
c

tr
ic

 b
o

x

350

35
0

15
65

66
27
.5

91
0

15
65

91
0

16
77
.5

66
27
.5

68
5

43
77
.5

15659101462.5
3937.5

665910665
2240

1677.5 910 1462.5
4050

45
0

45
0

3557.52100

59
27
.5

3670 280 3557.5280

45
0

59
27
.5

95
0

1100

19
50

1000

10
00

69
7.

5
91

0
63

5
15

55
21

30

16
62

.5
4

91
0

33
54

.9
6

775mm min.
clear ope.

77
5m

m
 m

in
.

c
le

a
r o

p
e

.

1540

800
1000 1100

350

35
0

350

35
0

350

35
0

77
5m

m
 m

in
.

c
le

a
r o

p
e

.

775mm min.
clear ope.

9102240
10227.5

15
65

66
27
.5

91
0

15
65

91
0

16
77
.5

15659102240
10115
6851565 910 2240

3557.521003670

38
77
.5

3670 2957.52700

28
65

934.6

75
9.
6

93
6.
3

19
06
.2

12
50

60
0

1383.88401446.3

29
62
.5

3557.5

1065.4
565

68
3.
3

22
00

20
56

.6
2

84
0

98
0.

88

1283.751008401001346.25

70
84

0
21

35
84

0
38

.5
9 508401210

800
1000

35
0

35
0

60
0

95
6.
3

20
06
.2

1014.58

66
27
.5

6851790 2127.5 910 1565

100mm dia foul
connected to
main sewer

S2

F1

S1

F2

Extract
fan

150mm dia storm
connected to
main sewer
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GROUND FLOOR

Kitchen

Dining

Living

Hall

wc

up

Hearth taken down
to foundation.

Smoke alarm

Heat
Detector

HD

All permanent ventilation
requirements etc. for gas fires and

appliances to be provided & fitted in
accordance with the manufacturer's

design and specification.

Mechanical ventilation operating
at a rate in excess of 20L/s must

not be installed in the same room
as a gas fire appliance.

Garden walls to be fixed to house
wall using Furfix or other equal
crocodile fixings. A movement

joint must also be provided.

Carbon
Monoxide
Detector
/ Alarm

CM

1200mm level landing
outside entrance, ground
graded up to form level

threshold.

ACO drain screw fixed, linked into main storm
drainage. Insitu precast channel below. ACO
drain to be galv s/s - pattern to be selected.

Smoke alarm

Roddable
BIGT

Extract fan to be ducted out to
external wall in duct positioned

just below ceiling level.

Roddable
BIGT & RWP

Roddable
BIGT & RWP

See note re. Safety Glazing* See note re. Safety Glazing*
**

*

*

*

See note
re. Safety
Glazing

*

SVP in duct to be fitted with roddable access
panel. Duct to be packed with compressed
mineral wool to reduce sound transmission.

Steel beams/concrete
lintels over to support wall
above, to be to Structural
Engineer's details & to rest

on pad stones.

TIMBER STAIR:
Flr-Flr height = 2.625m

13 No. risers at 201.9mm,
225mm goings and 41.9°

pitch

Reduced
head
height
below
stairs. BA

C
K O

F FO
O

TPA
TH

Carbon Monoxide
Detector / Alarm

CM

See note
re. Safety
Glazing

*

150mm step

Patio doors with
night vents.

See site
layout for
required
gas box

type.

downCeiling mounted
extract fan.

Waste pipes in skirting
duct where necessary.

SVP in duct to be fitted with roddable access
panel. Duct to be packed with compressed
mineral wool to reduce sound transmission.
Vent pipe to be ducted out through roof
void and terminated with patent vent tile.

Provide access for rodding at
change in direction of waste pipes

within Bathrooms and En Suites

SIZE OF WASTE PIPES
32mm dia. - Wash hand basin
40mm dia. - Sink, Bath, Shower

75mm dia. - WC

Δ Emergency Egress Window
ladder accessible (see note)

Δ

min. 600x700 mm
access hatch to be
insulated and fitted

with a catch

INTERNAL ROOMS - Where a kitchen,
utility or  other sanitary

accommodation is an internal room
it shall have a permanently open air
inlet of  9000 mm² (best achieved as

a clear gap below the door).

Ceiling mounted extract fan ducted up
through roof void and terminated with patent

vent tile. Duct should be wrapped with
insulation where it penetrates cold roof void.

Up

Smoke alarm

SVP

Waste pipes in skirting
duct where necessary.

Easy-clean hinges or
tilt and turn windows
for ease of cleaning.

Δ Emergency
Egress Window

(see note)

Δ

raised floor

Support for chimney above,
to Structural engineer's
design & specification.

�
� Emergency Egress Window
ladder accessible (see note)
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FIRST FLOOR

Ens

Master Bedroom

w w

Bedroom 2

St

Landing

Bath

Bedroom 3


